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Tools
Special tools and workshop equipment required

� Torque wrench -V.A.G 1783-

� Torque wrench -V.A.G 1331-

� Socket -T10010-
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Assembly overview - rear lid
1 - Rear lid

� Removing 
and installing 
� Chapter

� Adjusting 
� Chapter

2 - Lid lock
� Removing 

and installing 
� Chapter

3 - Handle trim
� Removing 

and installing 
� Chapter

4 - Damper
� Adjusting 

� Chapter

5 - Gas-filled strut
� Removing 

� Chapter
� Releasing 

gas 
� Chapter

6 - Striker pin
� Adjusting 

rigid striker 
pin 
� Chapter.

� Adjust striker 
pin using 
power 
latching 
system 
� Chapter

7 - Guide pin
� Adjusting � Chapter

8 - Hinge
� Removing and installing � Chapter
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Removing and installing rear lid

Page 1 of 1Removing and installing rear lid

22/11/2009vw-wi://rl/N.en-GB.K03589810.wi::35009347.xml?xsl=3



Removing

� Open rear lid -1-.

� Remove rear lid trim � General body repairs, interior; Rep. Gr.70.

� Disconnect connectors from existing electrical components and washer system hose (if fitted) � Electrical 
system; Rep. Gr.92

� Disconnect connector for high-level brake light � Electrical system; Rep. Gr.94

� Disconnect connector from rear lid lock. Remove rear lid lock � Chapter

� Guide hoses and wiring out through opening.

� Loosen bolts -2- at hinges -3- on left and right (do not remove). 

� Further dismantling is possible only with the help of a second mechanic.

� Detach gas-filled struts -4- on left and right of rear lid -1- � Chapter.

� Only now unscrew bolts -2- and remove rear lid -1- from body.
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Installing

Rear lid -1- installation is performed in the reverse order of removal.

� Tighten bolts -2- to 20 Nm.

Note

Carry out corrosion protection measures on lid hinge and securing bolts after assembly work.
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Removing gas-filled strut
� Open rear lid 

and support it.

� Position a small 
screwdriver 
beneath spring 
clip -2-.

� Raise spring clip 
-2- until spring 
clip can be 
moved over ball 
socket in -
direction of 
arrow-.

� Pull gas-filled 
struts -1- from 
ball-head pins -
3- and -4-.

After removing gas-
filled strut -1-, slide 
spring clip -2- back 
immediately.

WARNING
Proceed with 
care if gas-filled 
strut is reused. 
Spring clip must 
not be levered 
completely out 
of ball socket, 
as it will 
otherwise be 
damaged. Gas-
filled strut 
springs out of 
mounting and 
causes damage 
or injury to 
operator.

� Specified torque 
for ball-head pins 
-3- and -4-
20 Nm.

� Releasing gas 
from gas-filled 
strut -1-
� Chapter.
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Removing and installing handle trim
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Removing
� Remove rear lid trim � General body 

repairs, interior; Rep. Gr.70.

� Disconnect connector -2- for number plate 
lights from handle trim -1-.

� Remove the hexagon nuts -3- (Qty. 4) and 
remove handle trim -1- from the outside.
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Installing
Handle trim -1- installation is carried out in 
reverse order of removal.

� Tighten hexagon nuts -3- to 4.5 Nm.
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Removing and installing rear lid hinges

Note

Removal and installation is described for the right hinge only. 
Apply the same instructions for the left-hand side as appropriate.
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Removing

� Remove rear lid -1- � Chapter

� Remove rear roof trim � General body repairs, interior; Rep. Gr.70

� Remove the hexagon nuts -2- (Qty. 2) and remove base plate -1- from studs.

Note

Hexagon nuts -2- can only be loosened with a �long-shaft socket�, as rear lid hinge guide bolts are too long.

� Remove rear lid hinge from outside.
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Installing

Note

� Before installing rear lid hinge -2- check seal -3- for damage and renew if necessary.
� Hexagon nuts -5- can only be loosened with a �long-shaft socket�, as rear lid hinge guide bolts are too 

long.

� Position rear lid hinge -2- from outside.

� Slide base plate -4- onto studs on inner roof member and fit hexagon nuts -5-.

� Tighten hexagon nuts -5- to specified torque of 20 Nm.

� Adjust rear lid -1- � Chapter.

Note

Carry out corrosion protection measures on lid hinge and securing bolts after assembly and adjustment work.
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Adjusting rear lid
The rear lid can be adjusted only via the striker pin on lock cross 
member. The rear lid lock is bolted to the rear lid, it does not have 
elongated holes and therefore cannot be adjusted.

The buffers and guide wedges cannot be used to adjust the rear 
lid. They have the function of stabilising and damping the rear lid. 

In conclusion, the rear lid adjustment is described in several 
steps. This includes the basic adjustment of the rear lid, the 
striker pins, guide pins and the dampers.
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Adjusting rear lid
The rear lid can be adjusted only via the striker pin on lock cross 
member. The rear lid lock is bolted to the rear lid, it does not have 
elongated holes and therefore cannot be adjusted.

The buffers and guide wedges cannot be used to adjust the rear 
lid. They have the function of stabilising and damping the rear lid. 
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Basic adjustment of rear lid

Note

� Vehicle must be standing on its wheels when adjustments are 
performed.

� The rear lid is adjusted correctly if the shut lines/gaps are 
uniform all around, the lid is not too deep or too high and all 
contours align when lid is closed � Rep. Gr.00.

� Remove rear roof trim � General body repairs, interior; Rep. 
Gr.70.

� Remove gas-filled strut for rear lid � Chapter.

� Remove bumper cover end piece � Chapter.

� Loosen bolts -3- and -4- until guide pins -1-
move freely on left and right sides. The 
striker wedges -2- must move in the guide 
pins without resistance.

� Loosen hexagon nuts -1- in rear roof 
member cut-out -2- (do not remove).

Note

Hexagon nuts -1- can only be loosened with a 
�long-shaft socket�, as rear lid hinge guide 
bolts are too long.

� Align rear lid uniformly according to outer 
contours -arrows- on left and right, the 
assistance of a second mechanic is 
required.
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� Tighten hexagon nuts -1- to 20 Nm.

� Adjusting guide pins � Chapter.
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Adjusting striker pin

Note

� Vehicle must be standing on its wheels when adjustments are 
performed.

� The rear lid is adjusted correctly if the shut lines/gaps are 
uniform all around, the lid is not too deep or too high and all 
contours align when lid is closed � Rep. Gr.00.

� The rear floor edge cover must be removed to adjust the rear 
striker pin � General body repairs, interior; Rep. Gr.70.

� The guide pins must be loose � Chapter.

� Loosen bolts -2- (do not remove) and 
striker pin -1- can be moved within over-
size holes.

� Move striker pin -1- to rearmost position -
arrow- and tighten bolts -2-

� Close rear lid and check adjustment.

� Following adjustment, retighten bolts -2- to 
specified torque of 20 Nm.

� Now the guide pins can be adjusted 
� Chapter.
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Adjusting striker pin for power latching system

Note

� Vehicle must be standing on its wheels when adjustments are 
performed.

� The rear lid is adjusted correctly if the shut lines/gaps are 
uniform all around, the lid is not too deep or too high and all 
contours align when lid is closed � Rep. Gr.00.

� The battery must be fully charged and connected on vehicles 
with power latching system.

� The rear floor edge cover must be removed to adjust the rear 
striker pin on vehicles with power latching system � General 
body repairs, interior; Rep. Gr.70.

� The guide pins must be loose � Chapter.

� Loosen bolts -2- (do not remove) and 
striker pin (on vehicles with power latching 
system) -1- can be moved within over-size 
holes.

� Move striker pin -1- (on vehicles with 
power latching system) to rearmost 
position -arrow- and tighten bolts -2- (not 
fully).

� Close rear lid and check adjustment.

� Following adjustment, retighten bolts -2- to 
specified torque of 20 Nm.

� Now the guide pins can be adjusted 
� Chapter.
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Adjusting guide wedge and guide pin
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Assembly overview
1 - Bolt

� Qty. 2
� Specified 

torque 8 Nm

2 - Guide pin
� Left and right

3 - Bolt
� Qty. 2
� Specified 

torque 8 Nm

4 - Guide wedge
� Left and right
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